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2 Temp. coolant water in
3 Temp. cylinder head
4 level fuel
5 Temp. coil 1
6 Temp. coil 2
7 Temp. bearing
8 X2 GND

1 Temp. sea water in
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1 Pressure sensor lub oil
2 Pressure switch lub oil
3 Temp. lub oil
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6 Temp. exhaust
7 Temp. diode
8 X3 GND

Fischer Panda Generators

Blatt 4

Sea water in

coolant water in

cylinder head

fuel level

winding 1

winding 2

bearing

oil pressure analoque

oil pressure switch

lub oilcoolant out

sea water outexhaust

T diode

option

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

S891
100k

R
1
2
0

R
1
2
0

R
1
2
0

A
i
r
 
i
n
t
a
k
e
 
l
o
w
 
p
r
e
s
s
u
r
e

s
e
a
 
w
a
t
e
r
 
p
r
e
s
s
u
r
e

o
i
l
 
l
e
v
e
l
 
e
n
g
i
n
e

a
l
t
e
r
n
a
t
o
r
 
o
i
l
 
l
e
v
e
l

c
o
o
l
a
n
t
 
l
e
v
e
l

w
a
t
e
r
 
l
e
a
k
 
s
e
n
s
o
r

option option option option option option

10  X4 GND

8 waterleak
7 Level coolant

1 X4 12Vsup
2 X4 5Vsup
3 P CAE low
4 pressure sea water
5 Level engine oil

9 D+

options

6 Level alternator bearing

Marine Digital 

120/240V 60Hz 230V/50Hz
www.fischerpanda.com 

2.8

2.8
2.8
2.8
2.8
2.8
2.8
2.8
2.8

3.1

2.7
2.7
2.7
2.7
2.7
2.7
2.7
2.7

2.8
2.8
2.8
2.8
2.8
2.8
2.8

2.8

Connector WAGO 733-

Connector WAGO 733-

Connector WAGO 733-

1

1
1

von -4

X
2

0
,
5
q
m
m

0
,
5
q
m
m

X
4

X
3
0
,
5
q
m
m

T10C1 T10C2T14AB N05FLE T07FWI T05RWIT01CH

T04EMA T09LOT08FWO T06RWO

P

P01OP P02OP

P

21

22

P05CAE

P

13

14

P03

R
D

B
U

B
L G
N

N02LOE

R
D

B
U

B
L G
N

N01AB

R
D

B
U

B
L G
N

N01CLE

+ - s

N03WLC

08.08.2005
050558_2

050569_2

P16 


